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ShalePumps
SP-1300 HIGH PERFORMANCE TRIPLEX
CONTINUOUS DUTY PUMP PERFORMANCE CHART

SP-1300 Strokes |40 | 430 | 120 | 110 100 80 60
High Performance Per Min.
12” Stroke Triplex Input HP** | 1300 | 1207 | 1114 | 1021 929 743 557
Piston %fg:::?: Output .
Size Rating Gal/Rev OUTPUT - Gallons Per Minute*
7" 2,521 5.577 840 780 720 660 600 480 360
6 1" 2,924 5.171 724 672 621 569 517 414 310
6” 3,431 4.406 617 573 529 485 441 353 264
51 4,084 3.703 518 481 444 407 370 296 222
5” 4,941 3.060 428 398 367 337 306 245 184
4 5,000* 2.479 347 322 297 273 248 198 149
*BASED ON 100% VOLUMETRIC EFFICIENCY; ** BASED ON 95% MECHANICAL EFFICIENCY
Features
MINIMUM WEIGHT/MAXIMUM PERFORMANCE WITH CONTINUOUS DUTY LIFE EXPECTANCY
HIGH PERFORMANCE STEEL FABRICATED POWER END WITH STEEL HERRINGBONE GEARS
ANTI-FRICTION ROLLER BEARINGS THROUGHOUT
HIGH STRENGTH STRUCTURAL STEEL FRAMES
FORGED STEEL ECCENTRIC CRANKSHAFT
DOUBLE (REDUNDANT) FAILSAFE INTERNAL LUBE SYSTEM
METAL TO METAL LINER LOCK
HIGH CAPACITY LINER WASH SYSTEM
Classification General Duty
INPUT HORSEPOWER RATING........ouviiiieiieeeeeeeeeeee e 1300
PUMP SPEED... ...t e, 140
STROKE LENGTH. ... e 12"
MAXIMUM PISTON SIZE ..., 6 %
FLUID END WORKING PRESSURE RATING.........ceeeiiioiiieeeeeeeeen 5000 PSI
PISTON ROD END........uuiiiiiieeee e SA-4
DISCHARGE CONNECTION SIZE.........uuiiiiiieieeecieeeeeee e, 5” FLANGE
SUCTION CONNECTION SIZE.......eeeieeeeeieeeeeee e 12" FLANGE
CRANKCASE OIL CAPACITY ... 120 GALLONS
LINERWASH CAPACITY ...t 85 GALLONS
BARE SHAFT WEIGHT (WITH “SW” STYLE FLUID ENDS).........c.......... 31,500 LBS
PISTON ROD LOAD ...ttt 91,913 LBS

INTERNAL GEAR RATIO. ..o 4.41:1
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UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES
BREAK SHARP CORNERS ~ .015

RFS EXCEPT WHEN ) MODIFIED
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