
SP-300A HIGH PERFORMANCE TRIPLEX 
CONTINUOUS DUTY PUMP PERFORMANCE CHART 

SP-300A 
High Performance 

5” Stroke Triplex

Strokes 
Per Min. 325 275 225 175 125 75 

Input HP** 420 355 290 225 160 96 

Plunger/Piston 
Size

Discharge 
Pressure 

Rating

Output  
Gal/Rev Output – Gallons Per Minute* 

5” 1,650 1.275 414 351 287 223 159 96 
4 ½” 2,038 1.033 336 284 232 181 129 77 
4” 2,579 0.816 265 224 184 143 102 61 

3 ½” 3,368 0.625 203 172 141 109 78 47 
3” 4,584 0.459 149 126 103 80 57 34 

2 ¾” 5,000* 0.386 125 106 87 67 48 29 
*BASED ON 100% VOLUMETRIC EFFICIENCY; ** BASED ON 95% MECHANICAL EFFICIENCY

ShalePumps LLC ALL ROLLER BEARING PUMP DESIGN HAS PROVEN TO BE GREATER THEN 98% MECHANICALLY EFFICIENT AT SPEED 

Features 
MINIMUM WEIGHT/MAXIMUM PERFORMANCE WITH CONTINUOUS DUTY LIFE EXPECTANCY 

HIGH PERFORMANCE HIGH STRENGTH STEEL FABRICATED POWER END 
HIGH PRESURE PLUNGER ARANGEMENTS AVALIABLE UPON REQUEST 

OPTIONAL EXTERNAL REDUCTION RATIO IN CHAIN OR GEAR 
ANTI-FRICTION ROLLER BEARINGS THROUGHOUT 

FORGED STEEL ECCENTRIC CRANKSHAFT 
DOUBLE (REDUNDANT) FAILSAFE INTERNAL LUBE SYSTEM 

METAL TO METAL LINER LOCK 
MADE IN THE U.S.A. 

Classification General Duty
MAXIMUM INPUT HORSEPOWER AT 325 SPM….…….…………………...  420 HP 
MAXIMUM INPUT HORSEPOWER AT 235 SPM….…….…………………... 300 HP 
STROKE LENGTH…………………………………………….…………………. 5” 
MAXIMUM PISTON SIZE……………………………………………………….. 5” 
FLUID END WORKING PRESSURE RATING….……………………………. 5000 PSI  
VALVE SIZE ……………………………………………………………………… AR10-18 
PISTON ROD END………………………………………………………………. SA-2/SA-4 
DISCHARGE CONNECTION SIZE……………………………………………. 3” UNION 
SUCTION CONNECTION SIZE………………..……..………………………… 4” FLANGE  
CRANKCASE OIL CAPACITY………………………………………………….. 30 GALLONS 
LINERWASH CAPACITY………………………………………………………... 25 GALLONS 
PUMP WEIGHT LESS SKID……………….……..…………………………….. 3,500 LBS 
MAXIMUM PISTON ROD LOAD………………………………………………. 30,700 LBS 
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DIMENSIONS ARE IN INCHES
BREAK SHARP CORNERS  ~  .015
FILLET RADII    ~  .015
CONCENTRICITY       ~  .001
SQUARENESS         ~  .001
PARALLELISM          ~  .001
RFS EXCEPT WHEN  MODIFIED
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DIMENSIONAL TOL.
FRACT.   ~   ±1/16
X.XXX     ~   ±.005
X.XX       ~   ±.010
X.X       ~   ±.015
ANGLE     ~      .50
SURFACE RMS 250
MATERIAL:
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