
ShalePumps 
SP-800 HIGH PERFORMANCE TRIPLEX 

CONTINUOUS DUTY PUMP PERFORMANCE CHART 

SP-800 
High Performance 

8 ½” Stroke Triplex

Strokes 
Per Min.

175 155 135 115 95 75 

Input HP** 800 709 617 526 434 343 

Plunger/Piston 
Size

Discharge 
Pressure 
Rating

Output 
Gal/Rev OUTPUT - Gallons Per Minute* 

7” 1,752 4.248 743 658 574 489 404 319 
6” 2,385 3.121 546 484 421 359 297 234 

5” 3,434 2.168 379 336 293 249 206 163 

4 ½” 4,240 1.756 307 272 237 202 167 132 

4” 5,000* 1.387 243 215 187 160 132 104 
*BASED ON 100% VOLUMETRIC EFFICIENCY; ** BASED ON 95% MECHANICAL EFFICIENCY

ShalePumps LLC ALL ROLLER BEARING PUMP DESIGN HAS PROVEN TO BE GREATER THEN 98% MECHANICALLY EFFICIENT AT SPEED 

Features 
MINIMUM WEIGHT/MAXIMUM PERFORMANCE WITH CONTINUOUS DUTY LIFE EXPECTANCY 

HIGH PERFORMANCE STEEL FABRICATED POWER END  
STEEL DOMESTIC HERRINGBONE GEARS 

ANTI-FRICTION ROLLER BEARINGS THROUGHOUT 
HIGH STRENGTH STRUCTURAL STEEL FRAMES 

FORGED STEEL ECCENTRIC CRANKSHAFT 
DOUBLE (REDUNDANT) FAILSAFE INTERNAL LUBE SYSTEM 

METAL TO METAL LINER LOCK 
HIGH CAPACITY LINER WASH SYSTEM 

MADE IN THE U.S.A. 

Classification General Duty 
INPUT HORSEPOWER RATING………………….…….………………………..  800 
PUMP SPEED………………………………………….…….…………………….. 175  
STROKE LENGTH…………………………………………….…………………... 8 ½” 
MAXIMUM PISTON SIZE……………………………………………………… 7” 
FLUID END WORKING PRESSURE RATING….………………………………. 5000 PSI  
VALVE SIZE ……………………………………………………………………… API #5 
PISTON ROD END………………………………………………………………. SA-4 
DISCHARGE CONNECTION SIZE………………………………………………. 4” FLANGE 
SUCTION CONNECTION SIZE………………..……..………………………….. 8” FLANGE  
CRANKCASE OIL CAPACITY…………………………………………………... 55 GALLONS  
LINERWASH CAPACITY………………………………………………………… 60 GALLONS 
PUMP WEIGHT COMPLETE, LESS SKID……..……………………………….. 13,800 LBS 
INTERNAL GEAR RATIO…..………………………….……………………….... 4.76:1  
OPTIONAL GEAR RATIO……………………………………………………….. 5.05:1 

ShalePumps LLC. 
5615 Clara Rd. Houston, Texas 77240 

Tel: (832) 928-7337 Fax: (713) 466-5981 
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DIMENSIONS ARE IN INCHES
BREAK SHARP CORNERS  ~  .015
FILLET RADII    ~  .015
CONCENTRICITY       ~  .001
SQUARENESS         ~  .001
PARALLELISM          ~  .001
RFS EXCEPT WHEN  MODIFIED
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DIMENSIONAL TOL.
FRACT.   ~   ±1/16
X.XXX     ~   ±.005
X.XX       ~   ±.010
X.X       ~   ±.015
ANGLE     ~      .50
SURFACE RMS 250
MATERIAL:

ShalePumps

OPTIONAL 3" AUX. SHAFT
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